H.264 OPR-NH100-N 1-Channel HDMI Encoder

Wifi version: OPR-NH100N-W | HD Video Encoder

ocrl) STl H.284 IIE

OPR-NH100N New H.264 HDMI Encoder - Hardware and Firmware upgrade H.264 Encoder, Max output stream upto
1080p@60fps, smoother and faster than the old H.264 Encoder.

It is a HD audio & video encoding device with powerful functionality. It support H.264 encoding,dual-Streaming data.lt is
equipped with 1 HDMI channels input supporting MPEG-4 AVC/H.264 High Profile code format & main Profile code format.
Its high integration and cost-effective design make this device widely used in variety of digital distribution systems such as

CATV digital head-end. satellite and terrestrial digital TV etc., also it supports VLC decode.



When upgrade the firmware MUST NOT do any change, such as Extract and revised the files.

Il’zs l HD Encoder System

MPEG-4/AVC Platform

-Mainstream encoding settings

Main stream settings

Enc type: H.264 b
Profile: main profile ¥
Frame rate: 55 [5-801]
Bitrate mode: vbr bl
Group of picture: 30 [5—200]
Output size: 1920x1080 v
Minkp: 1 [1-51]
Maxlp: 30 Mingp-511]
MaxBitrate: 1800 [16-12000] (K)

Mainstream protocol settings

HTTP: Imain Enable i Format: fmain (begin with /")
HITE port: 1120 [1-65535]
EISE.  /main Disable x Foraat: /main (begin with */7)
RTEF port: 554 [1-85535]
Multicast IF: 23225542 42 Disable v
Multicast port: 1234 [1-85535]
RIMP server ip: 192.168.0.4 Disable i
RTMP serwver port: 1935 [1-85535]

EINF app name: live
RTMF stream name: main
KINF user name:

KINF password:

OHTVIF: Disable v
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Specification

Video

[Input 1x HDMI( 1.3a) HDCP

S upports HDMI R esolution|1920x1080P /1080i/720P @ 50/60Hz and below:
|E ncoding [H.264/AVC High Profile Level 4.0
[Data Rate 0.8Mbps~12Mbps

[R ate Control CBR/N/BR

GOP Structure [IBBP

Advanced Pretreatment |De—inter|acing, Noise Reduction, S harpening
Audio

|E ncoding AAC

S ampling rate Auto

[Bit-rate 48K /64K /96K /128K/160K/192K

S ampling precision 24 bit

[Data Rate 64K b/s~384Kb/s

System

|E thernet 1000 Base-T Ethernetinterface

[P rotocol [HTTP unicast/multicast;RTSP;RTMP
Control Interface WEB-http://192.168.0.31/indexE .html
Others

IDimension (Wx Lx H) 170*130*30mm

Weight 0.5kg

Temperature 0-45(work),-20-80(storage)

IPower 12V/DC

Consumption 20

Application

1. IPTV

2. Digital Signage

3. Video Conference

4. Replace HD Video Capture Card

5. Hotel TV system

6. Live Broadcast

7. Teaching/Campus Broadcast

8. Recording System

9. NVR(Net Video Recorder)
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